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49 CFR Ch. II (10–1–13 Edition) § 210.21 

the Noise Control Act of 1972 (42 U.S.C. 
4910), as amended. 

Subpart B—Inspection and Testing 
§ 210.21 Scope of subpart. 

This subpart prescribes the compli-
ance criteria concerning the require-
ments for inspection and testing of 
railroad equipment or operations cov-
ered by the Standards. 

§ 210.23 Authorization. 
(a) An inspector is authorized to per-

form any noise test prescribed in the 
Standards and in the procedures of this 
part at any time, at any appropriate 
location, and without prior notice to 
the railroad, for the purpose of deter-
mining whether railroad equipment is 
in compliance with the Standards. 

(b)(1) An inspector is authorized to 
request that railroad equipment and 
appropriate railroad personnel be made 
available for a passby or stationary 
noise emission test, as prescribed in 
the Standards and in the procedures of 
this part, and to conduct such test, at 
a reasonable time and location, for the 
purpose of determining whether the 
railroad equipment is in compliance 
with the Standards. 

(2) If the railroad has the capability 
to perform an appropriate noise emis-
sion test, as prescribed in the Stand-
ards and in the procedures of this part, 
an inspector is authorized to request 
that the railroad test railroad equip-
ment. The railroad shall perform the 
appropriate test as soon as practicable. 

(3) The request referred to in this 
paragraph will be in writing, will state 
the grounds upon which the inspector 
has reason to believe that the railroad 
equipment does not conform to the 
Standards, and will be presented to an 
appropriate operating official of the 
railroad. 

(4) Testing or submission for testing 
is not required if the cause of the noise 
defect is readily apparent and the in-
spector verifies that it is corrected by 
the replacement of defective compo-
nents or by instituting a normal main-
tenance or repair procedure. 

(c)(1) An inspector is authorized to 
inspect or examine a locomotive, rail 
car, or consist of a locomotive and rail 
cars operated by a railroad, or to re-

quest that the railroad inspect or ex-
amine the locomotive, rail car, or con-
sist of a locomotive and rail cars, 
whenever the inspector has reason to 
believe that it does not conform to the 
requirements of the Standards. 

(2) An inspector may request that a 
railroad conduct an inspection or ex-
amination of a locomotive, rail car, or 
consist of a locomotive and rail cars on 
the basis of an excessive noise emission 
level measured by a passby test. If, 
after such inspection or examination, 
no mechanical condition that would re-
sult in a noise defect can be found and 
the inspector verifies that no such me-
chanical condition exists, the loco-
motive, rail car, or consist of a loco-
motive and rail cars may be continued 
in service. 

(3) The requests referred to in this 
paragraph will be in writing, will state 
the grounds upon which the inspector 
has reason to believe that the loco-
motive, rail car, or consist of a loco-
motive and rail cars does not conform 
to the Standards, and will be presented 
to an appropriate operating official of 
the railroad. 

(4) The inspection or examination re-
ferred to in this paragraph may be con-
ducted only at recognized inspection 
points or scheduled stopping points. 

§ 210.25 Measurement criteria and pro-
cedures. 

The parameters and procedures for 
the measurement of the noise emission 
levels are prescribed in the Standards. 

(a) Quantities measured are defined 
in § 201.21 of the Standards. 

(b) Requirements for measurement 
instrumentation are prescribed in 
§ 201.22 of the Standards. In addition, 
the following calibration procedures 
shall be used: 

(1)(i) The sound level measurement 
system including the microphone shall 
be calibrated and appropriately ad-
justed at one or more nominal fre-
quencies in the range from 250 through 
1000 Hz at the beginning of each series 
of measurements, at intervals not ex-
ceeding 1 (one) hour during continual 
use, and immediately following a meas-
urement indicating a violation. 

(ii) The sound level measurement 
system shall be checked not less than 
once each year by its manufacturer, a 
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